WHAT IS CLAIMED IS: 
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An easy-to-open tubular sealed/basing for packaging a content therein, the casing 
comprising: 

a base film comprising a/bmposite plastic film with at least three film layers including 
an outer layer film which foims an outer surface when the composite plastic film is formed into 
a tubular form, an interafediate layer film which forms an intermediate layer and an inner layer 
film said composite/plastic film being formed into a tubular form by bending said base film and 
overlaying two edges of said base film and heat-sealing the overlaid section so that a not heat- 
sealed sectioia will be left along an edge of the outer film, a peel strength between said outer 
layer film And said intermediate layer film being set to a lower level as compared to a peel 
strength/oetween said inner layer film and said intermediate layer film. 



2. The^gy-to-open tubulaj^sgaled-eash^ claim 1, wherein the peer 

^ 

H ; _ j strength be^eejx^^outer layer film and the intermediate layer film is set to a range from 10 
to 206J?g/15 mm. 
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3. The easy-to-open t 
means is provided in the heat-seiled sec] 



lar sealed casing accordingtgj 

edge thereof. 



lerein an opening 



4. The^a^to-operyfub\ lar sealed casing according to claim 2, wherein an opening 



11 



1 



means is provide 




i lobular sealed casing according to claim 3, wherein said opening 



means i^V-shaped notch, a^J-shaped notch, oj>ft flaw in the film. 



fy? An easy-to-open tubular sealed casipg for packaging -a content therein^tke casing 
comprising: 

a base composite plastic fijrfi comprising an outer layer film, ajrlhner layer film and an 
intermediate layer film between said outer layer film and said injtfer layer film, said composite 
plastic film being form^a into ytubular form by bending Sybase film and overlaying two edges 
of said base filnydnd heat/sealing the overlaid sectija6 to form a heat sealed section and a not 
heat-seal ^i^ection ouj&ard of said heat sealed^ection, a peel strength between said outer layer 
filmed said intermediate layer film bei;af§ set to a lower level as compared to a peel strength 
between said intfer layer film and s^ld intermediate layer film. 

7. f he easy-to-open tubular sealed casing according to claim 6 5 wherein the peel 
strength between the tauter layer film and the intermediate layer film is set to a range from 10 
to 2000 fc/15mm. 



8. Tme easy-to-open tubular sealed casing according to claim 6, further comprising 
opening facilitating structures provided at or adjacent to said heat-sealed section or along an 
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edge thereof. 



9. The easy-to-opep'fubular sealed casing according to^dsiix^r^^^ comprising 
opening facilit^thigst^tures provided atjjp-arijacent to said heat-sealed section or along an 
"eagelhereof. 




1 0. mdeasy-to-open tubular sealed casing according to claim 9, wherein said opening 
facilitajifig^structures mdude a V-shaped notch, an I-shaped notch, or a flaw in the film. 
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